GUIDE FOR WET AREAS

TBCS FIXED LITE WITH TIMBER REVEALS
SHOWN IN BRICK VENEER TBID

NOTE: Reveals need to run up to internal stud line
(Same reveal sizing set up as 'Square Set' aka 'Plaster Reveal Offset') .
Typical building materials displayed here are recommended to ensure that
wet areas are waterproofed correctly using industry best practice.
Please refer to AS 3740:2021 Waterproofing for domestic wet areas
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SILL DETAIL - VERTICAL CROSS SECTION

The intellectual property on this drawing, including rights in respect of copyright & patents are owned by Rylock Pty. Ltd. All rights reserved.
oc Refer to relevant Standards & Codes for individual flashing & waterproofing requirements, which may include - but are not limited to - (the current) National Construction Code, PREPARED BY: SC
AS2047 Windows in Buildings - Selection & Installation, AS4773 Masonry in Small Buildings, AS4654 Waterproofing Membrane Systems for Exterior Use, etc.Technical DATE: 19/06/2026
WINDOWS & DOORS® :

drawings are updated periodically, typically when product detail is changed. Please contact your Rylock Sales Consultant to ensure this drawing is current.



GUIDE FOR WET AREAS

TBCS FIXED LITE WITH REVEAL EQUALISER
SHOWN IN LIGHT-WEIGHT CLADDING TBID

NOTE: Typical building materials displayed here
are recommended to ensure that wet areas are
waterproofed correctly using industry best practice.
Please refer to AS 3740:2021 Waterproofing for domestic wet areas
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The intellectual property on this drawing, including rights in respect of copyright & patents are owned by Rylock Pty. Ltd. All rights reserved.
Ry’ock Refer to relevant Standards & Codes for individual flashing & waterproofing requirements, which may include - but are not limited to - (the current) National Construction Code, PREPARED BY: SC
AS2047 Windows in Buildings - Selection & Installation, AS4773 Masonry in Small Buildings, AS4654 Waterproofing Membrane Systems for Exterior Use, etc.Technical DATE: 19/06/2026
WINDOWS & DOORS® drawings are updated periodically, typically when product detail is changed. Please contact your Rylock Sales Consultant to ensure this drawing is current. .
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